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We report on a simple scheme to generate broadband, μJ pulses centered at 2.1 μm with an intrinsic carrier-
envelope phase (CEP) stability from the output of a Yb:YAG regenerative amplifier delivering 1-ps pulses with
randomly varying CEP. To the best of our knowledge, the reported system has the highest optical-to-optical
efficiency for converting 1-ps, 1 μm pulses to CEP stable, broadband, 2.1 μm pulses. The generated coherent light
carries an energy of 5.4 μJ, at 5 kHz repetition rate, that can be scaled to higher energy or power by using a suitable
front end, if required. The system is ideally suited for seeding broadband parametric amplifiers and multichannel
synthesizers pumped by picosecond Yb-doped amplifiers, obviating the need for active timing synchronization.
Alternatively, this scheme can be combined with high-power oscillators with tens of μJ energy to generate CEP
stable, multioctave supercontinua, suitable for field-resolved and time-resolved spectroscopy. © 2017 Optical

Society of America
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1. INTRODUCTION

In femtosecond spectroscopy, the effect of a pump pulse on the
envelope of a delayed probe pulse is measured, leaving effects
occurring in response to the oscillating electric field unresolved
[1]. On longer time scales, the polarization of a medium, in
both amplitude and phase, could be retrieved from a measure-
ment of the oscillating electric field of picosecond terahertz
pulses that propagate through the medium. Access to this full
polarization response, however, does rely on a gate pulse much
shorter than the field cycle. This requirement had prevented the
extension of the technique into the optical regime, due to the
absence of sampling pulses shorter than the oscillation period of
visible (VIS) or near-infrared light.

In the last decade, Ti:Sa laser technology enabled generation
of coherent extreme-ultraviolet (XUV) pulses with attosecond
duration and changed this scenario. Scanning the synchronized
XUV pulses relative to their VIS driver pulses allowed the mea-
surement of the light’s electric field at petahertz frequencies [2].
Following recent advancement of Yb:YAG-pumped optical
parametric amplifiers, field-resolved detection at kilohertz rep-
etition rates has been extended to mid-infrared (MIR) by em-
ploying electro-optic sampling, wherein VIS, few-cycle pulses

were used as a probe [3]. Field detection based on electro-optic
sampling can provide a better understanding of extremely fast
dynamics in solid-state materials [4] and benefits from few-
cycle pulses in MIR and VIS spectral range, with carrier-
envelope-phase (CEP) stability and at high repetition rates.

These applications call for compact sources, delivering CEP
stable, coherent, superoctave continua spanning from VIS to
MIR spectral range, beyond nanojoule energy, and at kilohertz
to megahertz repetition rates. Today, Yb:YAG lasers are
mature, turnkey, and cost-effective technology, and offer such
a possibility [5–12].

Specifically, a CEP stable, multioctave supercontinuum gen-
erated directly from Yb:YAG, sub-ps oscillators or ps amplifiers
has two prominent applications: (I) it can be used to seed
broadband optical parametric amplifiers (OPAs) or subcycle
field synthesizers pumped by high-energy, kHz, Yb:YAG am-
plifiers [5,13,14], obviating the need for complex temporal syn-
chronization systems between two independent lasers [15,16];
or, it can be used for (II) field- and time-resolved spectroscopy
when it is driven from high average-power, MHz oscillators.

MIR superoctave continua have been generated from ran-
domly phased Yb:YAG lasers, by combining supercontinuum
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generation in bulk and difference frequency generation [17,18],
or by using high-energy, CEP stable MIR pulses from an OPA
[19–21] and spectrally broaden them in bulk, gas, or a gas-filled
hollow-core fiber [22–24]. Such supercontinua are generated in
systems with very low conversion efficiency, containing several
nonlinear stages and mostly with a need for an additional com-
plex temporal synchronization stage.

In this paper, we demonstrate an efficient scheme to gener-
ate broadband, CEP stable, MIR pulses directly from a ps-long
Yb:YAG, thin-disk laser at 5 kHz repetition rate. To the best of
our knowledge, this system has the highest reported optical-to-
optical efficiency for converting ps-long pulses at 1030 nm with
randomly varying phase, to broadband, CEP stable pulses at
2.1 μm. This critical property makes this setup compatible to
the output parameters of high-power, low-energy, Yb:YAG os-
cillators [25,26] keeping the promise to generate a CEP stable,
VIS-MIR supercontinuum at MHz repetition rates to extend
the filed-resolved spectroscopy [4] to a MIR spectral range.

2. EXPERIMENTAL SETUP

The experimental setup is illustrated in Fig. 1. A Yb:YAG thin-
disk regenerative amplifier delivering 20 mJ, 1-ps pulses at
5 kHz repetition rate [27] is used as the front end of the system.
400 μJ of the total energy of the amplifier is separated by using
an attenuator consisting of a thin-film polarizer (TFP) and a
λ∕2-plate, and are then frequency doubled in a 1.5-mm-thick,
type-I, beta barium borate (BBO) crystal at the phase matching
angle of 23°.

The beam size on the crystal is adjusted to reach a peak in-
tensity of 80 GW∕cm2, and an energy of 260 μJ at 515 nm,
corresponding to 65% optical-to-optical conversion efficiency,
is achieved. The frequency doubling of the input pulses is nec-
essary to ensure intrinsic CEP stability of the generated MIR
pulses in the last nonlinear stage of the setup, which contains a
noncollinear optical parametric amplifier (NOPA) [28].

The second harmonic (SH) pulses are temporally shortened
compared to the fundamental laser pulses at 1030 nm, due to
pulse shortening based on the χ2 effect (see Ref. [27] for de-
tails). Afterward, the SH beam is focused into a 4-mm-thick
BaF2 crystal for cross-polarized wave generation (XPW) and
additional pulse shortening. The 466-fs-long XPW pulses are
separated from the residual SH pulses by a thin-film polarizer
and focused in a bulk for supercontinuum generation in VIS
frequencies [29]. This step is necessary to achieve a stable and
reproducible supercontinuum [17,30]. Finally, the Stokes wing
of the generated supercontinuum and the residual SH pulses
are focused into a NOPA stage to generate broadband, CEP
stable pulses in the MIR.

In our previous report for generating CEP stable MIR pulses
[17], the supercontinuum signal was sent through two optical
parametric amplifier stages: first, to amplify and stabilize the
signal energy via a NOPA, and, second, to CEP stabilize and
shift the idler’s central frequency to the MIR in a collinear
OPA. In the current MIR pulse generation setup, the nonlinear
processes are reduced by combining these two parametric am-
plification stages into a single, saturated NOPA stage. However,
in a NOPA due to the required noncollinear geometry for a
broadband and efficient amplification, the generated idler in-
herits an angular dispersion, which must be compensated for.
We chose to compensate for this angular chirp by prechirping
the input seed pulses to the NOPA by means of a grating pair,
motivated by the higher efficiency of grating pairs in VIS
frequencies.

In what follows, detailed discussion of each block of the
setup is presented.

A. XPW and Supercontinuum Driven by High-Energy
Photons
It has been challenging to generate a supercontinuum using
high-energy photons [31,32]. As the energy of the driving
photons approaches the bandgap of transparent materials the
probability of damage due to nonlinear absorption increases.
In addition, the damage threshold intensity for transparent
materials increases in proportion to the inverse of the square
root of the pulse duration for pulsed lasers, following the dy-
namics of impact ionization.

Therefore, we used the XPW process to temporally shorten
the driving pulses prior to the supercontinuum generation stage
due to its simplicity and self-compression, which obviates the
need for any additional pulse compressor. It is known that
the conversion efficiency of an XPW process is proportional
to the input frequency of the driving pulses, due to the increase
in nonlinearity of materials when interacting with higher-
energy photons [33]. However, for driving pulses with higher
photon energies saturation occurs earlier, due to the dephasing
between the driving pulses and the XPWs, limiting the conver-
sion efficiency.

Fig. 1. Schematic of the setup to convert 400 μJ of a 1-ps, 20 mJ
Yb:YAG, thin-disk amplifier to carrier-envelope phase stable, broad-
band, 5.4 μJ pulses centered at 2.1 μm. At first, the 1-ps pulses are
frequency doubled in a 1.5-mm-thick BBO crystal (block 1). Then the
260 μJ second harmonic beam is focused into a 4-mm-thick BaF2
crystal for cross-polarized wave generation (XPW) (block 2). The
466-fs-long XPW pulses are separated from the residual energy by
means of a thin-film polarizer (block 2) and focused into a 10-mm-
thick plate of YAG for supercontinuum generation (block 3). The
Stokes wing of the supercontinuum, centered at 680 nm, is filtered
by using a 600 nm longpass filter to serve as a seed for a noncollinear
optical parametric amplifier (NOPA). The seed pulses are sent through
a grating pair and a 115-mm-thick F2 to adjust their angular chirp and
temporal duration. Finally the seed and pump pulses are sent to a
NOPA containing a 6-mm-thick BBO crystal (block 4) to generate
broadband idler pulses at 2.1 μm. BS, beam splitter; TFP, thin-film
polarizer; FL, filter.
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260 μJ pulses at 515 nm are used to generate XPW in a
4-mm-thick BaF2 crystal with a holographic cut. An f �
150 mm convex lens is used to focus the beam, while the crys-
tal is placed after the focus. The beam size at the crystal is
260 μm at FWHM. Figure 2 shows the optical-to-optical con-
version efficiency and the spectrum of the converted SH pulses
to XPW pulses. Maximum efficiency of 2%, corresponding to
5 μJ, is achieved. Higher peak intensity on the crystal leads to
its optical damage. The generated XPW pulses and the residual
SH pulses are both collimated by using an f � 150 mm con-
vex lens. ATFP is used to separate them afterward, as the XPW
and SH beams have a crossed polarization. XPW pulses were
characterized by using a cross-correlation frequency-resolved
optical gating (XFROG) employing a 100-μm-thick BBO crys-
tal. The Fourier transform limited pulses of the Yb:YAG
amplifier were used as a reference pulse for the XFROG mea-
surement. Figure 3 shows the measured and retrieved XFROG
spectrograms, and the retrieved temporal profile of the XPW
pulses with a 466 fs temporal duration (FWHM).

Thereafter, XPW pulses are focused by an f � 125 mm
convex lens into a nonlinear medium for supercontinuum gen-
eration. We tried several nonlinear media and could achieve a
stable filament only in a 2-mm-thick plate of YAG due to its
lower critical power. This study is summarized in Table 1. In
the final setup we chose a 10-mm-thick plate of YAG due to the
better daily reproducibility.

Figure 4 shows the spectrum and the transverse beam profile
of the generated supercontinuum in 10-mm-thick YAG. The
anti-Stokes and Stokes wings of the supercontinuum are mea-
sured behind a 500 nm shortpass filter (FES0500, Thorlabs
GmbH) and a 550 nm longpass filter (FEL0550, Thorlabs
GmbH), respectively. Both wings are normalized to one sepa-
rately. With a tighter focusing, a stable filament could be gen-
erated by using only 0.7 μJ energy and an f � 40 mm convex
lens. However, we opt for generating a stable, single filament
with the maximum pulse energy, by a careful balance between
the beam size and the energy of the driving pulses. The Stokes
wing of the supercontinuum is filtered out by a 600 nm long-
pass filter (FEL0600, Thorlabs GmbH) and is collimated by an
f � 125 mm convex lens and used to seed the NOPA stage.

B. Idler Generation
To generate broadband MIR pulses, the unconverted portion
of SH pulses after the XPW process are mixed with the Stokes
wing of the supercontinuum in a NOPA. As described earlier,
the generated idler in the noncollinear geometry has an angular
chirp that can be compensated by matching the seed pulse-
front to the idler pulse-front or to the propagation direction

Fig. 2. (a) Optical-to-optical efficiency of the generated cross-
polarized wave versus the power of the driving pulses (second har-
monic pulses). (b) Normalized spectra of the fundamental (red curve),
second harmonic (light green curve), and the generated cross-polarized
(dark green curve) pulses with the spectral bandwidth of 0.62 THz,
1.26 THz, and 1.64 THz (FWHM), respectively.

Fig. 3. Temporal profile of the generated XPW pulses at 515 nm.
(a) Measured and retrieved XFROG spectrograms. (b) Retrieved tem-
poral profile of the XPW pulses with 466 fs pulse duration at FWHM
(Gerror � 0.01544).

Table 1. Performance of Different Materials for
Supercontinuum Generation Driven by 466 fs, 515 nm
Pulses

Crystal
Thickness
(mm)

Critical Power
(MW)

Band Gap
(eV) Filament

YAG 2 0.22 6.3 Yes
Sapphire 2 0.68 9.9 No
TGG 4 0.12 — No
ZnS 5 0.32 3.911 No

Fig. 4. Normalized spectrum and transverse beam profiles (inset)
of the generated supercontinuum in 10-mm-thick YAG. The spec-
trum and the beam profile of the anti-Stokes and Stokes wings are
measured behind a 500 nm shortpass filter and a 550 nm longpass
filter, respectively.
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of the idler. For ps-long pump pulses the effect of the pulse-
front is negligible and can be ignored. We chose to precompen-
sate for this angular chirp by angularly dispersing the seed
pulses of the NOPA, using an aluminum-coated reflective gra-
ting pair with 300 groves∕mm (GR50-0310, Thorlabs GmbH)
[34,35]. We avoided using a Brewster prism pair due to its un-
desired higher-order dispersion.

The separation between the gratings determines the applied
angular dispersion to the seed. Therefore, one of the gratings is
mounted on a translation stage for adjusting the distance.
Afterward the angularly chirped seed pulses are amplified in
a 6-mm-thick, type-I, BBO crystal with an internal noncollin-
ear angle of 2.4° and the phase matching angle of 23.4°. The
pump and seed beams are focused down to 650 μm (FWHM)
and overlapped spatially and temporally in the BBO crystal.

When the distance of the grating pair is set to 175 mm,
220 μrad∕nm angular chirp is introduced to the seed pulses
and an angular-chirp-free idler is generated. However, in addi-
tion to the angular chirp, the grating pair also temporally chirps
the seed pulses. As a result, the seed pulses become longer than
the pump pulses in the NOPA and the amplified spectral band-
width decreases. The group delay dispersion (GDD), induced
by the grating pair on the seed pulses, is calculated from Eq. (1):

GDD � −
λ3b

2πc2d 2 cos3�β� ; (1)

where λ, c, d , b, and β are the central wavelength of the pulse,
velocity of light, grating’s line density, grating separation, and
diffraction angle of the grating, respectively.

Therefore, a 115-mm-thick plate of F2 is placed in the seed
beam path to compensate for the calculated, negative chirp on
the seed pulses and to adjust the temporal duration of the seed
pulses within the temporal window of pump pulses at the
NOPA stage. The generated chirp-free idler pulses have similar
temporal duration to the seed pulses, as their generation occurs
only in the region that pump and seed pulses are temporally

overlapped. The amplified spectrum, the idler spectrum, and
the transverse spatial profile of the 5.4 μJ generated broadband
chirp-free idler in the far-field are shown in Fig. 5.

3. CONCLUSION AND OUTLOOK

We demonstrated a compact and efficient scheme to generate
broadband, CEP stable pulses at 2.1 μm, driven from a 1-ps,
Yb:YAG thin-disk amplifier. The broadband MIR pulses span
from 1.83 μm to 2.36 μm and contain 5.4 μJ energy. It is expected
that the delivered pulses from the current system show a similar
long-term, CEP stability like the previously reported work [17].

Careful design of the system led to 1.35% optical-to-optical
efficiency, which is defined as the ratio of the total output pulse
energy of the system to the total input pulse energy to the sys-
tem. To the best of our knowledge, this is the highest reported
efficiency for similar systems [17,18,34,35].

The μJ, MIR pulses can be used for CEP stable, supercon-
tinuum generation in bulk [17,18,36], or hollow-core photonic
crystal fibers [37], and can serve as an ideal front end for broad-
band OPAs or field synthesizers, simplifying the state of the art
and obviating the need for complex temporal synchronization
between pump and seed sources [15,16].

As discussed in Section 2.A, the energy threshold for gen-
erating a supercontinuum driven by 466-fs-long, 515 nm
pulses is 0.7 μJ. Therefore, the required input energy to the
system can be scaled down to tens of μJ. Considering this mar-
gin, it can be simply calculated that the required input peak
power to achieve a CEP stable supercontinuum at the output
of the setup is compatible to the peak power delivered by high
average-power oscillators such as [25].

The opportunity of generating a superoctave, CEP stable
continuum directly from high average-power, low peak-power
sources paves the way for a new generation of lasers, suitable for
femtosecond field- and time-resolved spectroscopy in the MIR
spectral range.
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